VictronConnect BMV app Discovery Sheet

Applicable to the BMV-700, BMV-702 and BMV-700HS series

VE.Direct Bluetooth Smart dongle needed (must be ordered separately)
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< Discovery o
Battery monitor
BMV-702
Battery
£ 11.55V 3.90A
State of charge
l 100%
E Consumed amphours
OAh
Time remaining
® Infinite
Temperature
E 25°C
History
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< Back Settings

Battery
Relay
Alarm
Display

Misc

Zero current calibration
Set SOC to 100%
Restore default settings

Product information

&)
e
-

= )

”’@I}}

victron energy

BLUE POWER

www.victronenergy.co.nz

(T =

~

#0000 KPN NL & 16:39
< Settings Info
Product
BMV-702

Serial number
HQ1419IWD2K

Product firmware
v3.07

Product
VE.Direct BLE dongle

Product firmware
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< Settings Alarm

Alarm buzzer

Low SOC alarm 50%

Clear low SOC alarm 70%
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< Settings Battery
Battery capacity 200 Ah
Charged voltage 132V
Tail current 4,00%
Charged detection time 3m
Peukert exponent 1,25
Charge efficiency factor 95%
Current threshold 010A
Time-to-go averaging period 3m
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Low voltage alarm 13V
Clear low voltage alarm 122V
High voltage alarm 182V
Clear high voltage alarm 170V
;a
High temperature alarm 50°C
Clear high temperature alarm 40°C
Low temperature alarm 0°C
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v2.02.02
Bootloader firmware
v1.00.01
Change pin code
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< Settings Relay
Relay mode Default
Invert relay
Minimum closed time 77m
Relay-off delay Om
Low SOC relay 50%
Clear low SOC relay 90%
Low voltage relay 10v
Clear low voltage relay 124V
High voltage relay 180V
Clear high voltage relay 170V
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